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(57) ABSTRACT

A work machine includes: a frame; an engine; an exhaust gas
control device; a compartment cover; a compartment cover
supporting member; an engine hood; an exhaust gas control
device supporting member that suspends the exhaust gas con-
trol device downward through the opening and supports the
exhaust gas control device in a suspended state; and an open-
ing cover, wherein: the exhaust gas control device supporting
member includes a mounting portion that is attached to the
exhaust gas control device and a fastening portion that is
supported by, and fastened to, the reinforcing member, and
when the fastening portion is unfastened, the exhaust gas
control device supporting member is removable above the
opening together with the exhaust gas control device attached
to the mounting portion.

4 Claims, 9 Drawing Sheets
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1
WORK MACHINE

TECHNICAL FIELD

The present invention relates to a work machine such as a
wheel loader.

BACKGROUND ART

A work machine such as a wheel loader or a hydraulic
excavator includes a machine compartment defined by a com-
partment cover where an engine, engine accessories and the
like are disposed. The engine accessories may include, for
instance, a radiator used to cool the engine and an exhaust
emission control device equipped with a filter that collects
particulates contained in the exhaust gas discharged from the
engine. Among such accessories, the exhaust emission con-
trol device is fastened to a mount that may be attached to, for
instance, the engine (see patent literature 1).

CITATION LIST
Patent Literature

Patent Literature 1: Japanese laid open patent publication No.
2010-138832

SUMMARY OF INVENTION
Technical Problem

An exhaust emission control device fastened to a mount
attached to the engine, as in the work machine described in
patent literature 1 cited above, is installed at a position set
apart from the engine, and this positional arrangement tends
to allow the exhaust emission control device to vibrate readily
as the engine vibrates. Thus, there is a concern that the extent
of'such vibration of the exhaust emission control device may
exceed the acceleration tolerance of the filter in the exhaust
emission control device or the various sensors mounted at the
exhaust emission control device. In addition, as work
machines today often come equipped with a greater variety of
accessory devices including a supercharger and an EGR
cooler, it is becoming increasingly difficult to attach the
mount, to which the exhaust emission control device is to be
fastened, to the engine within the very limited space.

Solution To Problem

A work machine according to a first aspect of the present
invention comprises: a frame of the work machine; an engine
supported by the frame inside a machine compartment of the
work machine; an exhaust emission control device including
a filter that collects particulates contained in exhaust gas
discharged from the engine; a compartment cover that defines
the machine compartment; a compartment cover supporting
member that supports the compartment cover and is disposed
on the frame; an engine hood that is supported by at least the
compartment cover supporting member and includes a top
plate shielding the machine compartment above the engine,
an opening formed at the top plate, through which the exhaust
emission control device is lifted up out of the machine com-
partment, and a reinforcing member disposed at an edge of
the opening, that bears a supporting load of the exhaust emis-
sion control device; an exhaust emission control device sup-
porting member that suspends the exhaust emission control
device downward through the opening and supports the
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2

exhaust emission control device in a suspended state; and an
opening cover that is detachably mounted at the engine hood
and closes off or opens up the opening, wherein: the exhaust
emission control device supporting member includes a
mounting portion that is attached to the exhaust emission
control device and a fastening portion that is supported by,
and fastened to, the reinforcing member, and when the fas-
tening portion is unfastened, the exhaust emission control
device supporting member is removable above the opening
together with the exhaust emission control device attached to
the mounting portion.

According to a second aspect of the present invention, in
the work machine according to the first aspect, it is preferable
that an [-shaped member that includes a frontward ranging
portion ranging frontward and a downward ranging portion
ranging downward, intersecting each other at a substantially
right angle so as to form a substantially L-shaped section
viewed from a side of the work machine, is disposed at a front
end of the engine hood, and a front end of the reinforcing
member extending along a front/rear direction is connected to
a surface of the downward ranging portion located on a rear
side; the front end of the engine hood is supported with a
lower surface of the frontward ranging portion set in contact
with an upper surface of a hydraulic oil tank; and a rear end of
the engine hood is supported by the compartment cover sup-
porting member.

According to a third aspect of the present invention, in the
work machine according to the first or second aspect, it is
preferable that a height of the top plate is set smaller than the
height of an upper surface of the opening cover.

According to a fourth aspect of the present invention, in the
work machine according to the first through aspects, the
exhaust emission control device supporting member may
include a fastening member as the fastening portion, a mount-
ing member as the mounting portion and an elastic member
disposed between the fastening member and the mounting
member, and the mounting member may be supported by the
fastening member via the elastic member.

Advantageous Effect of the Invention

According to the present invention, the extent of vibration
of the exhaust emission control device can be minimized, and
thus, improvements in the durability and reliability of the
exhaust emission control device are achieved.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a side elevation of a wheel loader achieved in an
embodiment of the present invention.

FIG. 2 provides a view of the rear body of the wheel loader
in FIG. 1, from the left side.

FIG. 3 shows the engine hood in a perspective.

FIG. 4 provides a perspective illustrating how the engine
hood is installed.

FIG. 5 provides a perspective illustrating how the engine
hood is installed.

FIG. 6 shows the engine hood without the opening cover in
a perspective.

FIG. 7 illustrates how the exhaust emission control device
is installed.

FIG. 8 illustrates how the exhaust emission control device
is installed.

FIG. 9 illustrates how the exhaust emission control device
is installed.

DESCRIPTION OF EMBODIMENT

In reference to FIGS. 1 through 9, an embodiment of a
work machine according to the present invention will be
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described. FIG. 1 presents a side elevation of a wheel loader
embodying the work machine. The wheel loader 100 com-
prises a front body 110 thatincludes an arm 111, abucket 112,
tires 113 and the like, and a rear body 120 that includes an
operator’s cab 121, amachine compartment (engine compart-
ment) 122, tires 123 and the like. The engine compartment
122 is shielded with an engine hood 140 at its top and a
compartment cover 130, which can be opened and closed, at
a side thereof. A counterweight 124 is attached at the rear of
the rear body 120. A hydraulic oil tank 125 is disposed to the
front of the engine compartment 122.

An arm cylinder 117 drives the arm 111 so that the arm
swings up/down (so that the arm is elevated/lowered),
whereas the bucket 112, driven by a bucket cylinder 115,
swings up/down (excavates/dumps). The front body 110 and
the rear body 120 are linked to each other via a center pin 101
s0 as to be able to rotate relative to each other and as a steering
cylinder 116 extends/contracts, the front body 110 articulates
left/right relative to the rear body 120. In order to describe the
embodiment clearly, directional terms such as front, rear, left,
right, up and down are used as defined in the various figures.
In addition, a given drawing, in reference to which the
embodiment will be described below, may not include an
illustration of some members in part or in their entirety,
among the members configuring the wheel loader 100, the
illustration of which needs to be omitted in order to facilitate
the explanation.

FIG. 2 provides a side elevation of the rear body 120
viewed from the left side, with the compartment cover 130
disengaged from the left side surface thereof. In the engine
compartment 122, an engine 301 is mounted at an engine
mounting bracket (not shown) at a frame 120A of the rear
body 120. It is to be noted that various accessories, including
an EGR (exhaust gas recirculation) cooler, are mounted at the
engine 301. A supercharger (turbocharger) 302 is one of such
accessories.

An exhaust emission control device 320, suspended from
the engine hood 140 and supported in this suspended state as
will be described later, is disposed above the engine 301 in the
engine compartment 122. As explained earlier, the engine
hood 140 is disposed at the top of the engine compartment
122. FIG. 3 shows the engine hood 140 in a perspective, and
FIGS. 4 and 5 provide perspectives of the engine hood 140 in
reference to which the installation of the engine hood 140 will
be described. It is to be noted that in order to assure better
clarity in the illustration, FIG. 5 does not show a top plate 141,
which is part of the engine hood 140, as will be described
below. The engine hood 140 includes the top plate 141, which
shields the engine compartment 122 and reinforcing mem-
bers 142 through 146, which reinforce the engine hood 140.
In addition, an opening cover 170, which will be described in
detail later, is mounted at the engine hood 140 (see FIG. 3).

The top plate 141 is a plate member having the left and right
side ends thereof and the rear end thereof all bent downward.
An exhaust emission control device installation opening 141a
is formed in the top plate 141. As will be explained later, the
exhaust gas scrubbing device installation opening 141a is
formed at the engine hood 140 so as to allow the exhaust
emission control device 320 to be mounted/dismounted with-
out having to disengage the engine hood 140. As FIG. 5
indicates, the reinforcing members 142 through 146 are dis-
posed at the lower surface of the top plate 141.

The reinforcing member 142 is an L-shaped member that
includes a frontward ranging portion 142a ranging frontward
and a downward ranging portion 1425 ranging downward,
which intersect each other at a substantially right angle so as
to form a substantially [.-shaped section viewed from a side of
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the wheel loader 100. The reinforcing member 142, disposed
at the front end of the engine hood 140, extends along the
left/right direction. The front ends of the reinforcing members
143 through 145, all extending along the front/rear direction,
are connected to the rear surface of the downward ranging
portion 1425. The reinforcing member 143 is a right-side
member that extends along the front/rear direction, whereas
the reinforcing member 144 is a left-side member that extends
along the front/rear direction. The reinforcing member 145
disposed further rightward relative to the exhaust emission
control device installation opening 141a, extends along the
front/rear direction without interfering with the exhaust emis-
sion control device installation opening 141a. The rear ends
of'the reinforcing members 143 through 145 are connected to
the reinforcing member 146, which is located at the rear end
of'the engine hood 140 and extends along the left/right direc-
tion.

At its front end, the engine hood 140 is supported with the
lower surface of the frontward ranging portion 142a of the
reinforcing member 142 set in contact with the upper surface
of the hydraulic oil tank 125, whereas at its rear end, the
reinforcing member 146 is supported by a compartment cover
supporting member 160. The compartment cover supporting
member 160 includes a pair of support posts 161, one dis-
posed on the left side and the other disposed on the right side,
each extending upright from the frame 120A of the rear body
120. It is to be noted that the compartment cover supporting
member 160 provides additional strength to the engine hood
140 and, in particular, to the reinforcing member 146.

As FIGS. 3 and 4 clearly indicate, the exhaust emission
control device installation opening 141a at the top plate 141
of'the engine hood 140 is closed oft by an opening cover 170.
The opening cover 170, at which an exhaust outlet port (not
shown) is formed, is detachably mounted with bolts or the
like, at the engine hood 140 via brackets 172 shown in FIG. 6.
It is to be noted that FIG. 6 shows the engine hood 140 without
the opening cover 170 in a perspective. At the exhaust outlet
port formed in the opening cover 170, through which exhaust
gas, having undergone a cleaning and noise reduction process
in the exhaust emission control device 320, is emitted to the
outside, a tailpipe 171 via which the exhaust gas is discharged
is mounted. The exhaust gas travels from the engine compart-
ment 122 through the tailpipe 171 before it is emitted into the
atmosphere.

In the embodiment, the height of the upper surface of the
opening cover 170 is set greater than the height of the upper
surface of the top plate 141 at the engine hood 140, as indi-
cated in FIG. 3. By adjusting the heights of the upper surfaces
in this manner, it is ensured that the opening cover 170 and
exhaust emission control device mounting brackets 150 do
not interfere with each other. As will be explained later, the
exhaust emission control device mounting brackets 150 are
configured so that they support the exhaust emission control
device 320 suspended therefrom through the exhaust emis-
sion control device installation opening 141a at the top plate
141. In other words, the height of the engine hood 140 is
minimized outside the areal range over which it must be
ensured that the engine hood 140 does not interfere with the
exhaust emission control device mounting brackets 150 in the
embodiment. These measures are taken so as to assure good
rearward visibility by minimizing the height of the engine
hood 140 located to the rear of the operator’s cab 121.

FIGS. 7 through 9 show essential components relevant to
an explanation of the installation of the exhaust emission
control device 320 in relation to the engine hood 140. F1G. 7
provides a perspective, FIG. 8 provides a side elevation and
FIG. 9 provides a bottom view. It is to be noted that FIG. 8
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does not include an illustration of the reinforcing member
144. As explained earlier, the exhaust emission control device
mounting brackets 150 are brackets used to suspend the
exhaust emission control device 320 from the engine hood
140 and support the exhaust emission control device 320 in
the suspended state. The exhaust emission control device
mounting brackets 150 are mounted at two locations in the
embodiment, at a position near the front of the exhaust emis-
sion control device 320 and at a position near the rear of the
exhaust emission control device 320. The exhaust emission
control device mounting brackets 150 each include a fasten-
ing member 151 that is fastened to the engine hood 140, a
mounting member 152 that is attached to the exhaust emis-
sion control device 320 and a vibration-proofing member 153
that is inserted between the fastening member 151 and the
mounting member 152 so as to absorb vibration.

The fastening member 151 fulfills the role of a fastening
portion at which the exhaust emission control device mount-
ing bracket 150 is fastened to the engine hood 140. The
fastening member 151 extends along the left/right direction
above the exhaust emission control device installation open-
ing 141a. The right end of the fastening member 151, set
above the reinforcing member 145, and the left end of the
fastening member 151, set above the reinforcing member
144, are placed on the engine hood 140 in this state and the
fastening member 151 is fastened to the engine hood 140 via,
for instance, bolts 181 or the like.

The mounting member 152 fulfills the role of a mounting
portion that is attached to the exhaust emission control device
320. The mounting member 152 includes a suspending mem-
ber 1521 for suspending the exhaust emission control device
320 via the fastening member 151 and the vibration-proofing
member 153 and a U-bolt 1522 used to attach the exhaust
emission control device 320 to a lower portion of the suspend-
ing member 1521. The suspending member 1521 includes a
bent portion 15214 located at the top thereof, which is bent at
a substantially right angle, and a strap-like portion 15215,
which is located at a lower area, forming a circular arc so as to
range along the outer circumference of the exhaust emission
control device 320 assuming a substantially cylindrical
shape. The exhaust emission control device 320 is held
between the lower surface of the strap-like portion 15215 and
the U-bolt 1522 supporting the exhaust emission control
device 320 at the bottom thereof and is attached to the mount-
ing member 152 in this state. It is to be noted that a belt-
shaped member forming a circular arc so as to range along the
outer circumference of the exhaust emission control device
320 may be disposed between the exhaust emission control
device 320 and the U-bolt 1522, as shown in FIGS. 8 and 9.

The vibration-proofing member 153 includes a portion
constituted of an elastic material such as rubber, which
absorbs vibration, and a portion fastened to the fastening
member 151 and the mounting member 152.

As the exhaust emission control device mounting brackets
150 structured as described above are fastened to the engine
hood 140, the right ends of the fastening members 151, set
above the reinforcing member 145, and the left end of the
fastening member 151, set above the reinforcing member
144, are placed on the engine hood 140, as explained earlier.
Thus, as the exhaust emission control device mounting brack-
ets 150 are fastened to the engine hood 140, the exhaust
emission control device 320 becomes supported by the rein-
forcing members 144 and 145 at the engine hood 140 via the
exhaust emission control device mounting brackets 150. In
other words, the load of the exhaust emission control device
320 is borne by the reinforcing members 144 and 145.
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The front ends and the rear ends of the reinforcing mem-
bers 144 and 145 are connected to the reinforcing member
142 and the reinforcing member 146 respectively. In addition,
the reinforcing member 142 is supported with the lower sur-
face of'its frontward ranging portion 142a set in contact with
the upper surface of the hydraulic oil tank 125, and the rein-
forcing member 146 is supported by the compartment cover
supporting member 160.

The exhaust emission control device 320, which assumes a
substantially cylindrical shape, as described earlier, includes
an oxidation catalyst portion (not shown), a DPF (diesel par-
ticulate filter) portion (not shown) and a noise reducing por-
tion (not shown), which are connected in this order along the
flow of the exhaust gas, starting from the upstream side. In the
oxidation catalyst portion, an oxidation catalyst (not shown)
is housed. In the DPF portion, a particulate removing filter
(not shown) is housed. The noise reducing portion is config-
ured with a device that reduces exhaust noise generated at the
engine 301. An exhaust pipe 324 is mounted at an exhaust gas
outlet of the noise reducing portion. As shown in FIG. 2, a gap
is formed between the exhaust pipe 324 and the tailpipe 171
mounted at the opening cover 170. It is to be noted that FIG.
2 also shows an exhaust pipe 325 that connects the super-
charger 302 with the exhaust emission control device 320.
The exhaust emission control device 320, assuming a sub-
stantially cylindrical shape, is disposed so as to set the direc-
tion along which the axis of the cylinder extends in substantial
alignment with the front/rear direction of the wheel loader
100 on the upper left side of the engine compartment 122.

When the exhaust emission control device 320 needs to be
inspected or replaced, the opening cover 170 can be disen-
gaged from the engine hood 140, as shown in FIG. 6, so as to
expose the exhaust emission control device 320 through the
exhaust emission control device installation opening 141a. In
this state, a pressure difference sensor (not shown), which
detects the pressure difference between the exhaust gas pres-
sure on the intake side of the particulate removing filter and
the exhaust gas pressure on the outlet side of the particulate
removing filter, for instance, and the like can be inspected
with ease. In addition, by disengaging the brackets 172 from
the engine hood 140, as shown in FIG. 7, loosening the bolts
181 that fasten the fastening members 151 of the exhaust
emission control device mounting brackets 150 to the engine
hood 140 and disconnecting the exhaust emission control
device 320 from the exhaust pipe 325, the exhaust emission
control device 320 mounted at the exhaust emission control
device mounting brackets 150 can be dismounted with ease
via the exhaust emission control device installation opening
141a without having to disengage the engine hood 140.

The wheel loader 100 in the embodiment described above
achieves the following advantages.

(1) At the engine hood 140, with the front-end reinforcing
member 142 and the rear-end reinforcing member 146 thereof
respectively supported by the hydraulic oil tank 125 and the
compartment cover supporting member 160, the exhaust
emission control device 320, suspended by the exhaust emis-
sion control device mounting brackets 150 through the
exhaust emission control device installation opening 141aq, is
supported in the suspended state. Since vibration of the
engine 301 is not readily transmitted to the exhaust emission
control device 320 installed as described above, vibration of
the exhaust emission control device 320 is minimized. As a
result, malfunction of the particulate removing filter, the sen-
sors (not shown) and the like attributable to vibration can be
effectively prevented, which, in turn, makes it possible to
reduce costs associated with replacement of the particulate
removing filter, the sensors and the like. Moreover, an
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improvement in the durability and reliability of the exhaust
emission control device 320 is achieved.

Furthermore, the exhaust emission control device 320 can
be installed without requiring a mount or the like at the engine
301. Thus, since a mount or the like, which would need to be
installed in a very limited installation space so as not to
interfere with the installation of the accessories for the engine
301, does not need to be installed, the restrictions imposed
with respect to the installation position of the exhaust emis-
sion control device 320 are lessened and the installation lay-
out for the accessories for the engine 301 can be designed
with a higher level of freedom.

(2) Once the opening cover 170 and the brackets 172 are
disengaged from the engine hood 140, the bolts 181 fastening
the fastening members 151 of the exhaust emission control
device mounting brackets 150 to the engine hood 140 are
loosened and the exhaust emission control device 320 and the
exhaust pipe 325 are disengaged from each other, the exhaust
emission control device 320 can be dismounted with ease via
the exhaust emission control device installation opening 141a
without having to disengage the engine hood 140. As a result,
maintenance work on the exhaust emission control device
320 can be performed with better ease.

(3) The front end of the engine hood 140 is supported with
the lower surface of the frontward ranging portion 1424 of the
reinforcing member 142 set in contact with the upper surface
of'the hydraulic oil tank 125. In addition, the front ends of the
reinforcing members 143 through 145 are connected to the
rear surface of the rearward ranging portion 1424 of the
reinforcing member 142. Through these measures, the height
of the upper surface of the top plate 141 at the engine hood
140 can be set substantially equal to the height of the upper
surface of the hydraulic oil tank 125. As a result, good rear-
ward visibility from the operator’s cab 121 is assured by
minimizing the height of the upper surface of the top plate 141
at the engine hood 140 while, at the same time, sustaining a
high level of strength at the engine hood 140.

(4) The height of the upper surface of the top plate 141 at
the engine hood 140 is set smaller than the height of the upper
surface of the opening cover 170. As a result, good rearward
visibility from the operator’s cab 121 is assured by minimiz-
ing the height of the engine hood 140 outside the areal range
over which interference with the exhaust emission control
device mounting brackets 150 must be avoided.

(5) The exhaust emission control device mounting brackets
150 each include a vibration-proofing member 153 disposed
between the fastening member 151 and the mounting member
152 to absorb vibration. Since the presence of the vibration-
proofing member 153 disallows a ready transmission of
vibration from the engine hood 140 toward the exhaust emis-
sion control device 320, malfunction of the particulate
removing filter, the sensors (not shown) and the like attribut-
able to vibration is prevented so as to minimize costs associ-
ated with replacing the particulate removing filter, the sensors
and the like and improve the durability and the reliability of
the exhaust emission control device 320.

Variations

(1) While the exhaust emission control device mounting
brackets 150 are disposed at two locations, one at a position
near the front of the exhaust emission control device 320 and
the other at a position near the rear of the exhaust emission
control device 320, in the embodiment described above, the
present invention is not limited to this example. An exhaust
emission control device mounting bracket 150 may be dis-
posed at a single location or exhaust emission control device
mounting brackets 150 may be disposed at three or more
locations.
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(2) While the vibration-proofing member 153 is inserted
between the fastening member 151 and the mounting member
152 in the embodiment described above, the present invention
is not limited to this example. For instance, the fastening
member 151 and the mounting member 152 may be formed as
an integrated unit and in this case, an elastic member for
vibration absorption may be inserted between the lower sur-
face of the fastening member 151 and the upper surface of the
top plate 141.

(3) While the work machine according to the present inven-
tion is embodied as the wheel loader 100 in the description
provided above, the present invention may be adopted in
another type of work machine such as a hydraulic excavator.

(4) The embodiment and variations thereof described
above may be adopted in any combination.

It is to be noted that the present invention is in no way
limited to any of the particulars of the embodiment described
above and that work machines adopting various structures,
including a frame for a work machine, an engine supported by
the frame inside a machine compartment of the work
machine, an exhaust emission control device that includes a
filter that collects particulates contained in exhaust gas dis-
charged from the engine, a compartment cover that forms
(defines) the external shape of the machine compartment, a
compartment cover supporting member that supports the
compartment cover and is disposed on the frame, an engine
hood that includes a top plate shielding the machine compart-
ment above the engine, an opening formed at the top plate,
through which the exhaust emission control device is lifted up
out of the machine compartment and a reinforcing member
disposed at an edge of the opening and is load-bearing mem-
ber supporting the exhaust emission control device, that
includes and is supported at least by the compartment cover
supporting member, an exhaust emission control device sup-
porting member that suspends the exhaust emission control
device downward through the opening and supports the
exhaust emission control device in a suspended state and an
opening cover detachably mounted at the engine hood, which
closes off or opens up the opening, and characterized in that
the exhaust emission control device supporting member
includes a mounting portion that is attached to the exhaust
emission control device and a fastening portion supported by
and fastened to the reinforcing member, and that once the
fastening portion is unfastened, the exhaust emission control
device supporting member can be disengaged and removed
upward and out of the opening together with the exhaust
emission control device attached to the mounting portion, are
all within the scope of the present invention.

The work machine achieved in the embodiment described
above includes an engine hood having a top plate shielding
the machine compartment above the engine, an opening
formed at the top plate, through which the exhaust emission
control device is lifted up out of the machine compartment
and a reinforcing member disposed at an edge of the opening
and bearing the supporting load of the exhaust emission con-
trol device. The engine hood is supported by at least a com-
partment cover supporting member. The exhaust emission
control device is suspended downward by an exhaust emis-
sion control device supporting member via the opening at the
engine hood and is supported in the suspended state. These
structural features make it possible to damp vibration of the
exhaust emission control device, and thus, the durability and
the reliability of the exhaust emission control device can be
improved.

While the embodiment and variations thereofare described
above, the present invention is in no way limited to the par-
ticulars of the embodiment and the variations and any modes
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conceivable within the scope of the technical teachings of the
present invention are also within the scope of the present
invention.

The disclosure of the following priority application is
herein incorporated by reference:
Japanese Patent Application No. 2011-145471 filed Jun. 30,
2011

The invention claimed is:

1. A work machine comprising:

a frame of the work machine;

an engine supported by the frame inside a machine com-
partment of the work machine;

an exhaust gas control device including a filter that collects
particulates contained in exhaust gas discharged from
the engine;

a compartment cover that defines the machine compart-
ment;

a compartment cover supporting member that supports the
compartment cover and is disposed on the frame;

an engine hood that is supported by at least the compart-
ment cover supporting member and includes a top plate
shielding the machine compartment above the engine,
an opening formed at the top plate, through which the
exhaust gas control device is lifted up out of the machine
compartment, and a reinforcing member disposed at an
edge of the opening, that bears a supporting load of the
exhaust gas control device;

an exhaust gas control device supporting member that sus-
pends the exhaust gas control device downward through
the opening and supports the exhaust gas control device
in a suspended state; and

an opening cover that is detachably mounted at the engine
hood and closes off or opens up the opening, wherein:
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the exhaust gas control device supporting member includes
a mounting portion that is attached to the exhaust gas
control device and a fastening portion that is supported
by, and fastened to, the reinforcing member, and when
the fastening portion is unfastened, the exhaust gas con-
trol device supporting member is removable above the
opening together with the exhaust gas control device
attached to the mounting portion.

2. A work machine according to claim 1, wherein:

an L-shaped member that includes a frontward ranging
portion ranging frontward and a downward ranging por-
tion ranging downward, intersecting each other at a sub-
stantially right angle so as to form a substantially
L-shaped section viewed from a side of the work
machine, is disposed at a front end of the engine hood,
and a front end of the reinforcing member extending
along a front/rear direction is connected to a surface of
the downward ranging portion located on a rear side;

the front end of the engine hood is supported with a lower
surface of the frontward ranging portion set in contact
with an upper surface of a hydraulic oil tank; and

a rear end of the engine hood is supported by the compart-
ment cover supporting member.

3. A work machine according to claim 1, wherein:

a height of the top plate is set smaller than the height of an
upper surface of the opening cover.

4. A work machine according to claim 1, wherein:

the exhaust gas control device supporting member includes
a fastening member as the fastening portion, a mounting
member as the mounting portion and an elastic member
disposed between the fastening member and the mount-
ing member, and the mounting member is supported by
the fastening member via the elastic member.

#* #* #* #* #*



